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Spreader cable 15 a power supply cable for moving equipment which is used for transportation and

handling of containers at the pier.
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Characteristics

- =5l Twisting Resistance
. nx High Tension

. o4y Flame Retardance

- L&~ Weather Resistance
- L=Z=24 Bending Resistance

Application Ranges
« Spreader
« Lighting equipment, etc.
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of Nominal Construction | Outer of of Cverall Resistance Resistance Voltage
Core Sectional Diameter Insulation Sheath Duaneter (20°¢)(Max.) | ((20°C)(Min.)
Area (Approx.)
mm? Max./mm mm mm mm mm 0/km Mo /km V/5min. mm
6 x4 25 0.26 2.1 1.0 3.7 43.5 8.21 400 3,500 2,710
6 x5 25 0.26 21 1.0 4.0 48.0 8.21 400 3,500 3,340
6 %6 25 0.26 21 1.0 4.3 53.0 8.21 400 3,500 4,070
6 x7 25 0.26 2 1.0 4.6 58.5 8.21 400 3,500 4,900
6 x4 4.0 0.31 2.6 11 4.1 49.5 5.09 400 3,500 3,680
6 x5 4.0 0.31 2.6 15 4.4 55.5 5.09 400 3,500 4,570
6 x6 4.0 0.31 2.6 121 4.7 61.0 5.09 400 3,500 5,540
6 %7 4.0 0.31 2.6 11 Gt 67.0 5.09 400 3,500 6,670

157




RUBBER INSULATED CABLE

‘ Spreader Cable | 2z#q #o|g

0.6/1KV SC-PNCT/SC-PNCTI(S)

Reference Standard : Manufactured Standard

MA4 £ Conductor HASH 0.6/1KV SC-PNCT Non-Shield 0.6/1KV SC-PNCT(S) Shield CHAE || ZEAE || AEFY
e (BERE|Z AL TR T A e NEAEA S AR R e e
Cross- Diameter| |Insulation || o¢ Diameter of of Diameter (20°c) (20°c)
Sectional Sheath Sheath Sheath [Max.) (Min.)
Area (Approx.) {Approx.) (Approx.) [Approx.) |(Approx.)
mm? Max./mm mm mm mm mm ka/mm mm mm mm kg/mm Qkm W - km ViBmin.
1.5 Guaioze | qu 1.0 1.6 75x16.0 | 200 0.12 1.7 8.5x19.0| 260 || 13.7 500 3,500
3 x1 25 Cuslinze | 29 1.0 1.6 8.0x17.0| 240 0.12 1.8 9.5x20.5| 310 || 8.21 500 3,500
4.0 Guralose: | 2% 11 1.8 9.0x20.0 | 340 0.12 1.9 |105x23.0| 410 || 5.09 500 3,500
1.5 - 1% 1.0 1.7 75x23.0 | 290 0.12 1.8 9.0 %275 380 || 137 500 3,500
4 x1 25 : 2.1 1.0 1.7 8.0x24.5| 350 0.12 1.9 9.5%x29.0( 450 || 8.21 500 3,500
4.0 - 2.7 11 1.9 9.5x28.5| 490 0.12 2.0 [105x325| 580 || 5.09 500 3,500
1.5 2 17 10 17 7.5x30.0 | 380 0.12 1.9 9.0x355( 500 | 137 500 3,500
5 x1 25 . 2.1 1.0 1.8 8.5x325| 470 0.12 2.0 95x38.0| 600 || 8.21 500 3,500
4.0 - 2.7 11 2.0 9.5x37.0| 640 0.12 21 |105x420| 770 || 5.09 500 3,500
1.5 3 1.7 1.0 2.3 |14.0x23.5| 500 0.12 23 [145x245| 530 || 13.7 500 3,500
2 x3 25 - 2.1 1.0 24 |155x255| 620 0.12 24 |16.0x26.5| 650 || 8.21 500 3,500
4.0 i 27 11 26 |[17.5x29.5| 840 0.16 27 [185x31.0| 910 || 509 500 3,500
1.5 3 1.7 1.0 24 |155x26.0| 610 0.12 25 [16.0x27.0| 650 || 13.7 500 3,500
2 x4 25 - 2.1 1.0 25 |165x28.0| 750 0.16 26 |175x29.5| 810 || 8.21 500 3,500
4.0 . 2.7 1.1 2.8 [19.0x325]| 1,040 0.16 2.9 |20.0x34.0| 1,120 || 5.09 500 3,500
1.5 7 1.7 1.0 24 |14.5x33.0| 740 0.12 24 |150x345| 780 || 13.7 500 3,500
3 x3 25 - F 1.0 25 |155x36.0| 910 0.12 26 |16.0x38.0| 980 || 8.21 500 3,500
4.0 - 2.7 i) 27 |17.5x41.5| 1,240 0.16 28 |18.5x44.0| 1,120 || 509 500 3,500
1.5 . 1.7 1.0 25 |[17.0x28.5| 730 0.16 26 [17.5x30.0| 790 || 13.7 500 3,500
2 x5 25 - 2.1 1.0 27 |18.5x31.0| 920 0.16 2.8 |19.0x325| o980 || 8.21 500 3,500
4.0 d 27 11 3.0 |21.0x36.0| 1,260 0.16 3.1 |22.0 x37.5| 1,120 || 5.08 500 3,500
1.5 - 7 1.0 25 |155x365| 900 0.12 26 |165x38.5| 970 || 13.7 500 3,500
3 x4 S5 : 2.1 1.0 26 |[17.0x389.5| 1,110 0.16 27 [17.5x42.0( 1,120 || 8.21 500 3,500
4.0 3 2.7 11 2.9 |19.5x46.0 | 1,550 0.16 3.0 |20.5x48.5| 1,660 || 5.09 500 3,500
1.5 . 17 1.0 27 |16.0x50.5| 1,280 0.12 28 [17.0x53.0| 1,370 || 13.7 500 3,500
4 x4 25 - 2.1 1.0 28 |17.0x54.5| 1,570 0.16 2.9 |18.0x57.5| 1,700 || 8.21 500 3,500
4.0 = 27 11 32 |20.0x63.0| 2,190 0.16 3.3 |21.0x66.0| 2,340 || 5.09 500 3,500
1.5 - 7 1.0 3.2 |22.0x52.0| 1,790 0.16 3.3 |225x54.5( 1,920 || 13.7 500 3,500
3 x8 25 - 2.1 1.0 34 |23.5x57.0| 2,250 0.16 35 |24.5x59.0| 2,380 || 8.21 500 3,500
4.0 7 2.7 11 3.8 |27.5x66.5| 3,140 0.18 3.9 |28.5x69.0| 3,310 || 5.09 500 3,500
1.5 . 1 1.0 3.4 |23.5x56.0 | 2,070 0.16 3.5 |24.5x58.5| 2,200 || 13.7 500 3,500
3 x9 25 4 2.1 1.0 3.6 |255x61.5| 2,600 0.18 3.7 |265x64.0| 2,760 || 8.21 500 3,500
4.0 4 2.7 1.1 40 |295x71.5] 3,610 0.18 41 [305x74.0| 3,800 || 5.09 500 3,500
1.5 - 14 1.0 3.5 |[25.0x60.0| 2,340 0.18 3.6 |26.0 x62.5| 2,500 || 13.7 500 3,500
3xi0|| 25 ? 2.1 1.0 3.8 |27.0x65.5 | 2,960 0.18 3.9 |28.0x68.5| 3.130 || 8.21 500 3,500
4.0 - 27 i 43 |31.5x77.0| 4,140 0.18 44 |325x79.5| 4,350 || 5.09 500 3,500
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